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Screw anchor and screw Positioning sticker

Mounting the switch on a wall

Type-1 power adapter Type-2 power adapter

•  The applicable installation accessories vary by switch model. Some accessories are not provided with 
the switch. The packing list describes the accessories provided with the switch.

•  The appearance of installation accessories varies depending on countries and regions.

•  Check the installation accessories based on the packing list and keep them secure for future use.

The switch supports the following types of power adapters and the supported power adapter varies by 
switch model:

•  Type-1 power adapter: A type-1 power adapter can meet the power supply requirements.

•  Type-2 power adapter: A type-2 power adapter must be connected to an AC power cord to supply 
power.

Make sure the power source voltage meets the requirements of the switch.

Make sure the power source is grounded reliably and that the grounding resistance is less than 0.1 ohms.

No installation tools are provided with the switch. Prepare them yourself as required.
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Phillips screwdriver Rubber hammer Hammer drill

Mounting the 
switch on a wall

Type-1 power adapter Type-2 power adapter

21

3 4

5

Fasten a screw into each screw anchor. 
Leave 3.5 to 5 mm (0.14 to 0.20 in) 
between the screw head and the wall for 
hanging the switch.

Affix the installation positioning sticker 
horizontally to the wall with the arrow on 
it facing downwards.

Insert a screw anchor into each hole, and 
tap the screw anchor with a rubber 
hammer until it is all flush with the wall 
surface.

Drill two holes with a diameter of 6 mm 

(0.24 in) and a depth of 35 mm (1.38 in) at 

the screw hole locations on the positioning 

sticker, and then remove the positioning 

sticker.

Align the installation holes in the switch with the screws on the wall. Make sure the port side faces 
downwards. Hang the switch on the screws and slide the switch down until the screws seat securely 
in the installation holes.
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